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GENERAL NOTES

1. ALL WORK AND MATERIALS SHALL CONFORM TO THE CURRENT EDITION
OF THE CITY OF ARLINGTON DESIGN AND CONSTRUCTION STANDARDS
AND SPECIFICATIONS, AND THE CURRENT EDITION OF THE WASHINGTON
STATE DEPARTMENT OF TRANSPORTATION (WSDOT) STANDARD
SPECIFICATIONS FOR ROAD, BRIDGE, AND MUNICIPAL CONSTRUCTION,

ADA NOTES

WORK WITHIN THE PUBLIC RIGHT—OF—-WAY SHALL BE ACCORDANCE WITH
THE PROPOSED GUIDELINES FOR PEDESTRIAN FACILITIES IN THE PUBLIC
RIGHT-OF—-WAY (PROWAG), AS PUBLISHED BY THE UNITED STATES
ACCESS BOARD.

STRUCTURE TABLE

STRUCTURE ID's REFER TO ID SHOWN ON PLAN SHEETS.

ALL STRUCTURES SHALL BE RAISED TO FINISH GRADE PER THE
CONTRACT DOCUMENTS.

ADDITIONAL WORK AT STRUCTURES IDENTIFIED IN THE FOLLOWING TABLE

LEGEND

[SS—2345]
<::> MANHOLE — RAISE FRAME AND COVER TO GRADE

PER CONTRACT DOCUMENTS.
PROVIDE ADDITIONAL GROUT AT
EXISTING RISERS AND AS
INSTRUCTED BY THE CITY.

AND THE CONTRACT DOCUMENTS. A COPY OF THESE DOCUMENTS 2. THE CONTRACTOR SHALL SUBMIT A TRAFFIC AND PEDESTRIAN CONTROL SHALL BE PERFORMED AND CONSIDERED INCIDENTAL. XX—XXXX REFERS TO GIS ASSET ID.
PLAN FOR RAMP CLOSURES. PLAN SHALL INCLUDE BUT IS NOT LIMITED
SHALL BE ON SITE DURING CONSTRUCTION. «
TO WORK AREA PROTECTION, SIDEWALK CLOSURES AND DETOURS. @( ) WATER VALVE — RAISE FRAME AND COVER TO GRADE
2. PRIOR TO ANY CONSTRUCTION ACTMITY, THE DEVELOPER/ CONTRACTOR 3. THE PRIME CONTRACTOR AND CONCRETE SUBCONTRACTOR SHALL ATTEND w PER CONTRACT DOCUMENTS. (X)
SHALL ATTEND A PRECONSTRUCTION CONFERENCE WITH THE CITY. THE A PRE-POUR MEETING ON SITE WITH THE CITY TO DISCUSS THE CURB # STREET WORK REFERS TO NUMBER OF VALVES AT
CONSTRACTOR SHALL SCHEDULE THE PRE—CONSTRUCTION CONFERENCE AP CONSTRUGTION PROCESS RECENTER FRAME AND COVER., REPLACE AT OeATION
BY CALLING (360) 403-3500. PRIOR TO SCHEDULING, THE ‘ SSMH—1153 5TH AVE EXISTING RISERS :
CONTRACTOR MUST SUBMIT AND RECEIVE APPROVAL FOR THE TRAFFIC 4. THE MAXIMUM CLOSURE TIME, BETWEEN DEMOLITION AND COMPLETION, SSMH—=1160 HIGHLAND REPLACE FRAME AND COVER _
CONTROL PLAN, CITY PERMITS, TEMPORARY EROSION AND SEDIMENT FOR ANY CURB RAMP OR CORNER SHALL BE ONE WEEK. P S e REPLACE FRANE AND COVER CATER BASIN = S A Ep RIS, S EF
CONTROL PLAN, PERFORMANCE BOND, COPY OF OTHER AGENCY
5. LIMITS OF SIDEWALK TRANSITIONS SHALL BE REPLACED TO THE NEAREST SSMH—1191 5TH AVE REPLACE EXIST RISERS FLEVATION. CONTRACTOR TO PAVE
TS, A SOPT o THE CONTRACTORS LICENSE, AND PROOF OF CONCRETE JOINT BEYOND THE MINIMUM LIMITS SHOWN ON THE PLANS UP TO CATCH BASIN ACCORDINGLY.
INSURANCE COVERAGE. ’ SSMH—-1197 HIGHLAND REPLACE EXIST RISERS
6. THE CURB RAMP DEMOLITION LIMITS SHALL BE INSPECTED BY THE CITY @ MONUMENT CASE — RAISE MONUMENT CASE
3 e D RO rraa> MUST BE ON THE FOR GENERAL CONFORMITY PRIOR TO DEMOLITION. CONTRACTOR SHALL SSMH—1207 HIGHLAND  |REPLACE FRAME AND COVER
) PROVIDE 24 HOUR NOTICE TO CITY OF DEMOLITION LIMITS BEING MARKED. SSMH—1218 5TH AVE REPLACE FRAME AND COVER
4, ALL SITE WORK SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE RECENTER FRAME AND COVER, REPLACE CLEANOUT — RAISE CLEANOUT FRAME AND COVER
APPROVED PLANS. ANY DEVIATION FROM THE APPROVED PLANS WILL TR o Pt i S A B D N Lo ES SSMH—1231 HIGHLAND  |EXISTING RISERS
REQUIRE PRIOR APPROVAL IN WRITING FROM THE CITY. REPLACE EXIST RISERS. FRAME. AND COVER
INSPECTION AND ADJUSTMENTS OF FORMWORK BY CITY PRIOR TO POUR. SSMH—1236 5TH AVE : :
5. ALL OF THE LOCATIONS OF THE EXISTING UTILITIES SHOWN IN THE CONTRACTOR SHALL PROVIDE 24 HOUR NOTICE TO CITY OF FORMWORK SSMH—1259 5TH AVE REPLACE FRAME AND COVER
PLANS HAVE BEEN ESTABLISHED BY FIELD SURVEY OR OBTAINED FROM BEING PLACED AS WELL AS NOTIFY CITY AT THE TIME FORMWORK HAS SSMH—1275 HIGHLAND  |REPLACE EXIST RISERS ASPHALT TAPER GRIND
AVAILABLE RECORDS AND SHALL THEREFORE BE CONSIDERED BEEN FULLY COMPLETED. 1287 e LAND S PLAGE FRAME AND GOVER ///
APPROXIMATE AND NOT NECESSARILY COMPLETE. IT IS THE SOLE 8. DETAILS AND DIMENSIONS SHOWN ARE APPROXIMATE ONLY AND INTENDED - z
RESPONSIBILITY OF THE CONTRACTOR TO INDEPENDENTLY VERIFY THE " AS A GUIDE FOR INITIAL LAYOUT PURPOSES ONLY. CONTRACTOR SHALL SSMH—1699 59TH AVE REPLACE FRAME AND COVER
ACCURACY OF ALL UTILITY LOCATIONS. ‘ SSMH—2039 HIGHLAND REPLACE FRAME AND COVER r _
TAKE ALL NECESSARY FIELD MEASUREMENTS AND OTHERWISE VERIFY ALL 3—IN DEPTH PAVEMENT REPAIR. MILL TO DEPTH
6. THE CONTRACTOR SHALL LOCATE AND PROTECT ALL CASTINGS AND DIMENSIONS TO MEET ADA REQUIREMENTS. SHOULD ANY ERROR OR SSMH—2040 HIGHLAND REPLACE FRAME AND COVER AND PATCH WITH HMA. PATCHING SHALL BE
UTILITIES DURING CONSTRUCTION AND SHALL CONTACT THE INCONSISTENCY EXIST, THE CONTRACTOR SHALL NOT PROCEED WITH THE PERFORMED WITHIN SAME WORK SHIFT AS MILLING.
UNDERGROUND UTILITIES LOCATE SERVICE (1—-800—424-5555 OR 811) WORK AFFECTED UNTIL REPORTED TO THE CITY FOR CLARIFICATION OR SDCB_1489 5TH AVE REPLACE EXIST RISERS
AT LEAST 48 HOURS PRIOR TO CONSTRUCTION. CORRECTION. SEQ#HDgETﬁ*SQXEMEHE EEEkﬁ%EMgﬁﬁA J&kL 10
7. INSPECTION AND ACCEPTANCE OF ALL WORK WILL BE ACCOMPLISHED 9. UNLESS OTHERWISE SPECIFIED ON THE PLANS, OR DIRECTED BY THE SDCB—-2127 STH AVE REPLACE EXIST RISERS W MILLING AND PAVING SHALL BE PERFORMED WITHIN
BY REPRESENTATIVES OF THE CITY OF ARLINGTON. IT SHALL BE THE CITY, CROSS SLOPES OF SIDEWALKS SHALL BE A NOMINAL 1.5%. CROSS REPLACE EXIST RISERS, RECENTER FRAME AND SAME WORK SHIFT.
APPROPRIATE INSPECTIONS, ALLOWING PROPER ADVANCE NOTICE. THE 10. MAXIMUM SLOPES SHOWN ON THE PLANS REPRESENT THE MAXIMUM SDMH—2591 STH AVE RECENTER FRAME AND COVER FULL DEPTH PAVEMENT REPLACEMENT (ASSUME
INSPECTOR MAY REQUIRE REMOVAL AND REPLACEMENT OF [TEMS THAT ALLOWABLE SLOPES PERMITTED BY CURRENT ADA REQUIREMENTS. THE EXISTING PAVEMENT IS 47). CONTRACTOR TO
DO NOT MEET CITY STANDARDS OR WERE CONSTRUCTED WITHOUT CONTRACTOR SHALL TAKE INTO CONSIDERATION CONSTRUCTION SDMH—-271 STH AVE REPLACE FRAME AND COVER REMOVE EXISTING ASPHALT BY MILLING OR OTHER
INSPECTION. TOLERANCES WHEN PLACING SIDEWALKS TO INSURE MAXIMUM SLOPES MEANS, PROVIDE EVEN GRADING OF BASE AND
8. THE CONTRACTOR SHALL KEEP THE ON-SITE AND OFF—SITE STREETS ARE NOT EXCEEDED. ifszg ALVEEMMEENJT V\g[Hl,,CSPTGCES 4A_52§EHEB/§D’ AND PROVIDE
CLEAN AT ALL TIMES BY CLEANING WITH A SWEEPING AND/OR VACUUM 11. COMPLETED SIDEWALKS OR OTHER HARDSCAPE ELEMENTS THAT EXCEED 2 '
TRUCK. WASHING OF THESE STREETS WILL NOT BE ALLOWED WITHOUT MAXIMUM SPECIFIED SLOPES OR ARE LESS THAN MINIMUM SPECIFIED
PRIOR APPROVAL FROM THE CITY INSPECTOR. SLOPES SHALL BE REMOVED AND REPLACED BY THE CONTRACTOR AT >IN ASPHALT OVERLAY
THE CONTRACTOR’S EXPENSE rooT T
9. DEMOLITION OF EXISTING SURFACE AND BELOW GRADE FEATURES SHALL :
BE DETERMINED BY EXTENT OF PROPOSED IMPROVEMENTS. 12. MEASUREMENT OF SLOPES SHALL BE PERFORMED ON THE WALKABLE
SURFACE AND SHALL NOT TAKE INTO CONSIDERATION THE TOP OF CURB. CSTC AGGREGATE FOR SHOULDER TRANSITION. PER
13. SLOPES SHALL BE MEASURED BY THE CITY BY USING A 4 FOOT DIGITAL WSDOT SECTION 9—03.9(3). ’
PAVING NOTES LEVEL, WHICH SHALL BE THE OFFICIAL RECORD OF THE SLOPES. IN THE
- — EVENT THAT DIFFERENT READINGS ARE TAKEN BETWEEN THE CITY’S LEVEL
AND THE CONTRACTOR’S, THE CITY’S LEVEL SHALL GOVERN.
1. CONTRACTOR SHALL INSTALL INLET PROTECTION PRIOR TO MILLING OF 14, PROTECT FRESHLY POURED CONCRETE FROM VANDALISM OR OTHER
EXISTING ASPHALT DAMAGE FOR A MINIMUM OF TWENTY—FOUR (24) HOURS OR UNTIL
CURED ENOUGH TO SUPPORT TYPICAL USE, WHICHEVER IS LONGER. ANY
2 ?hLERfA%%SLiVSYTA,%K LINES, STOP BARS, AND TRAFFIC ARROWS SHALL BE CONCRETE DAMAGED BY VANDALISM OR OTHER CAUSES SHALL BE ABBREVIATIONS
‘ REPLACED AT NO COST TO THE CITY.
3. STOP BARS SHALL BE 24” IN WIDTH. 15 ALL AREAS DISTURBED THROUGH THE CONSTRUCTION OF THE SIDEWALK ADAR—XXXX ADA RAMP GIS REFERENCE NUMBER
RAMPS SHALL BE RETURNED TO THEIR ORIGINAL CONDITION PRIOR TO SS—XXXX SANITARY SEWER MANHOLE GIS REFERENCE NUMBER
PROJECT COMPLETION. THIS INCLUDES, BUT IS NOT LIMITED TO,
LANDSCAPE RESTORATION AROUND NEW RAMPS. SD—XXXX STORM DRAIN MANHOLE GIS REFERENCE NUMBER
HMA HOT MIX ASPHALT
CPLG COUPLING
cL CENTERLINE
DBL DOUBLE
DWS DETECTABLE WARNING SURFACE
NIC NOT IN CONTRACT
PLAN CHECK | BY |DATE REFERENCE
PPROVED FOR CITY OF ARLINGTON 2016 PAVEMENT PRESERVATION SHEET NO.
JAMES X. KELD¥, PE SHEET
PUBLIC WORKS DIRECTO PUBLIC WORKS GENERAL NOTES 2
DATE  |NO. REVISION BY 2
DESIGNED BY: DRAWN BY: 0§ 0‘ o | 39
E. SCOTT E. SCOTT DATE APPROVED: PROJECT No. P02.398 SHEETS
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1.	WORK WITHIN THE PUBLIC RIGHT-OF-WAY SHALL BE ACCORDANCE WITH WORK WITHIN THE PUBLIC RIGHT-OF-WAY SHALL BE ACCORDANCE WITH THE PROPOSED GUIDELINES FOR PEDESTRIAN FACILITIES IN THE PUBLIC RIGHT-OF-WAY (PROWAG), AS PUBLISHED BY THE UNITED STATES ACCESS BOARD. 2.	THE CONTRACTOR SHALL SUBMIT A TRAFFIC AND PEDESTRIAN CONTROL THE CONTRACTOR SHALL SUBMIT A TRAFFIC AND PEDESTRIAN CONTROL PLAN FOR RAMP CLOSURES. PLAN SHALL INCLUDE BUT IS NOT LIMITED TO WORK AREA PROTECTION, SIDEWALK CLOSURES AND DETOURS. 3.	THE PRIME CONTRACTOR AND CONCRETE SUBCONTRACTOR SHALL ATTEND THE PRIME CONTRACTOR AND CONCRETE SUBCONTRACTOR SHALL ATTEND A PRE-POUR MEETING ON SITE WITH THE CITY TO DISCUSS THE CURB RAMP CONSTRUCTION PROCESS. 4.	THE MAXIMUM CLOSURE TIME, BETWEEN DEMOLITION AND COMPLETION, THE MAXIMUM CLOSURE TIME, BETWEEN DEMOLITION AND COMPLETION, FOR ANY CURB RAMP OR CORNER SHALL BE ONE WEEK.  5.	LIMITS OF SIDEWALK TRANSITIONS SHALL BE REPLACED TO THE NEAREST LIMITS OF SIDEWALK TRANSITIONS SHALL BE REPLACED TO THE NEAREST CONCRETE JOINT BEYOND THE MINIMUM LIMITS SHOWN ON THE PLANS. 6.	THE CURB RAMP DEMOLITION LIMITS SHALL BE INSPECTED BY THE CITY THE CURB RAMP DEMOLITION LIMITS SHALL BE INSPECTED BY THE CITY FOR GENERAL CONFORMITY PRIOR TO DEMOLITION.  CONTRACTOR SHALL PROVIDE 24 HOUR NOTICE TO CITY OF DEMOLITION LIMITS BEING MARKED. 7.	CONCRETE FOR SIDEWALKS AND CURBS SHALL BE PLACED NO EARLIER CONCRETE FOR SIDEWALKS AND CURBS SHALL BE PLACED NO EARLIER THAN 4 HOURS AFTER FINAL PLACEMENT OF FORMWORK TO ALLOW FOR INSPECTION AND ADJUSTMENTS OF FORMWORK BY CITY PRIOR TO POUR. CONTRACTOR SHALL PROVIDE 24 HOUR NOTICE TO CITY OF FORMWORK BEING PLACED AS WELL AS NOTIFY CITY AT THE TIME FORMWORK HAS BEEN FULLY COMPLETED.  8.	DETAILS AND DIMENSIONS SHOWN ARE APPROXIMATE ONLY AND INTENDED DETAILS AND DIMENSIONS SHOWN ARE APPROXIMATE ONLY AND INTENDED AS A GUIDE FOR INITIAL LAYOUT PURPOSES ONLY. CONTRACTOR SHALL TAKE ALL NECESSARY FIELD MEASUREMENTS AND OTHERWISE VERIFY ALL DIMENSIONS TO MEET ADA REQUIREMENTS. SHOULD ANY ERROR OR INCONSISTENCY EXIST, THE CONTRACTOR SHALL NOT PROCEED WITH THE WORK AFFECTED UNTIL REPORTED TO THE CITY FOR CLARIFICATION OR CORRECTION. 9.	UNLESS OTHERWISE SPECIFIED ON THE PLANS, OR DIRECTED BY THE UNLESS OTHERWISE SPECIFIED ON THE PLANS, OR DIRECTED BY THE CITY, CROSS SLOPES OF SIDEWALKS SHALL BE A NOMINAL 1.5%.  CROSS SLOPES SHALL NOT BE LESS THAN 1% NOR EXCEED 2%. 10.	MAXIMUM SLOPES SHOWN ON THE PLANS REPRESENT THE MAXIMUM MAXIMUM SLOPES SHOWN ON THE PLANS REPRESENT THE MAXIMUM ALLOWABLE SLOPES PERMITTED BY CURRENT ADA REQUIREMENTS.  THE CONTRACTOR SHALL TAKE INTO CONSIDERATION CONSTRUCTION TOLERANCES WHEN PLACING SIDEWALKS TO INSURE MAXIMUM SLOPES ARE NOT EXCEEDED. 11.	COMPLETED SIDEWALKS OR OTHER HARDSCAPE ELEMENTS THAT EXCEED COMPLETED SIDEWALKS OR OTHER HARDSCAPE ELEMENTS THAT EXCEED MAXIMUM SPECIFIED SLOPES OR ARE LESS THAN MINIMUM SPECIFIED SLOPES SHALL BE REMOVED AND REPLACED BY THE CONTRACTOR AT THE CONTRACTOR'S EXPENSE. 12.	MEASUREMENT OF SLOPES SHALL BE PERFORMED ON THE WALKABLE MEASUREMENT OF SLOPES SHALL BE PERFORMED ON THE WALKABLE SURFACE AND SHALL NOT TAKE INTO CONSIDERATION THE TOP OF CURB. 13.	SLOPES SHALL BE MEASURED BY THE CITY BY USING A 4 FOOT DIGITAL SLOPES SHALL BE MEASURED BY THE CITY BY USING A 4 FOOT DIGITAL LEVEL, WHICH SHALL BE THE OFFICIAL RECORD OF THE SLOPES.  IN THE EVENT THAT DIFFERENT READINGS ARE TAKEN BETWEEN THE CITY'S LEVEL AND THE CONTRACTOR'S, THE CITY'S LEVEL SHALL GOVERN. 14.	PROTECT FRESHLY POURED CONCRETE FROM VANDALISM OR OTHER PROTECT FRESHLY POURED CONCRETE FROM VANDALISM OR OTHER DAMAGE FOR A MINIMUM OF TWENTY-FOUR (24) HOURS OR UNTIL CURED ENOUGH TO SUPPORT TYPICAL USE, WHICHEVER IS LONGER. ANY CONCRETE DAMAGED BY VANDALISM OR OTHER CAUSES SHALL BE REPLACED AT NO COST TO THE CITY. 15.	ALL AREAS DISTURBED THROUGH THE CONSTRUCTION OF THE SIDEWALK ALL AREAS DISTURBED THROUGH THE CONSTRUCTION OF THE SIDEWALK RAMPS SHALL BE RETURNED TO THEIR ORIGINAL CONDITION PRIOR TO PROJECT COMPLETION. THIS INCLUDES, BUT IS NOT LIMITED TO, LANDSCAPE RESTORATION AROUND NEW RAMPS.

AutoCAD SHX Text
1.	ALL WORK AND MATERIALS SHALL CONFORM TO THE CURRENT EDITION ALL WORK AND MATERIALS SHALL CONFORM TO THE CURRENT EDITION OF THE CITY OF ARLINGTON DESIGN AND CONSTRUCTION STANDARDS AND SPECIFICATIONS, AND THE CURRENT EDITION OF THE WASHINGTON STATE DEPARTMENT OF TRANSPORTATION (WSDOT) STANDARD SPECIFICATIONS FOR ROAD, BRIDGE, AND MUNICIPAL CONSTRUCTION, AND THE CONTRACT DOCUMENTS. A COPY OF THESE DOCUMENTS SHALL BE ON SITE DURING CONSTRUCTION.  2.	PRIOR TO ANY CONSTRUCTION ACTIVITY, THE DEVELOPER/ CONTRACTOR PRIOR TO ANY CONSTRUCTION ACTIVITY, THE DEVELOPER/ CONTRACTOR SHALL ATTEND A PRECONSTRUCTION CONFERENCE WITH THE CITY. THE CONSTRACTOR SHALL SCHEDULE THE PRE-CONSTRUCTION CONFERENCE BY CALLING (360) 403-3500. PRIOR TO SCHEDULING, THE CONTRACTOR MUST SUBMIT AND RECEIVE APPROVAL FOR THE TRAFFIC CONTROL PLAN, CITY PERMITS, TEMPORARY EROSION AND SEDIMENT CONTROL PLAN, PERFORMANCE BOND, COPY OF OTHER AGENCY PERMITS, A COPY OF THE CONTRACTOR’S LICENSE, AND PROOF OF S LICENSE, AND PROOF OF INSURANCE COVERAGE. 3.	A COPY OF THE APPROVED CONSTRUCTION PLANS MUST BE ON THE A COPY OF THE APPROVED CONSTRUCTION PLANS MUST BE ON THE JOB SITE WHEN CONSTRUCTION IS IN PROGRESS. 4.	ALL SITE WORK SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE ALL SITE WORK SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE APPROVED PLANS. ANY DEVIATION FROM THE APPROVED PLANS WILL REQUIRE PRIOR APPROVAL IN WRITING FROM THE CITY. 5.	ALL OF THE LOCATIONS OF THE EXISTING UTILITIES SHOWN IN THE ALL OF THE LOCATIONS OF THE EXISTING UTILITIES SHOWN IN THE PLANS HAVE BEEN ESTABLISHED BY FIELD SURVEY OR OBTAINED FROM AVAILABLE RECORDS AND SHALL THEREFORE BE CONSIDERED APPROXIMATE AND NOT NECESSARILY COMPLETE. IT IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR TO INDEPENDENTLY VERIFY THE ACCURACY OF ALL UTILITY LOCATIONS. 6.	THE CONTRACTOR SHALL LOCATE AND PROTECT ALL CASTINGS AND THE CONTRACTOR SHALL LOCATE AND PROTECT ALL CASTINGS AND UTILITIES DURING CONSTRUCTION AND SHALL CONTACT THE UNDERGROUND UTILITIES LOCATE SERVICE (1-800-424-5555 OR 811) AT LEAST 48 HOURS PRIOR TO CONSTRUCTION. 7.	INSPECTION AND ACCEPTANCE OF ALL WORK WILL BE ACCOMPLISHED INSPECTION AND ACCEPTANCE OF ALL WORK WILL BE ACCOMPLISHED BY REPRESENTATIVES OF THE CITY OF ARLINGTON. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO COORDINATE AND SCHEDULE APPROPRIATE INSPECTIONS, ALLOWING PROPER ADVANCE NOTICE. THE INSPECTOR MAY REQUIRE REMOVAL AND REPLACEMENT OF ITEMS THAT DO NOT MEET CITY STANDARDS OR WERE CONSTRUCTED WITHOUT INSPECTION. 8.	THE CONTRACTOR SHALL KEEP THE ON-SITE AND OFF-SITE STREETS THE CONTRACTOR SHALL KEEP THE ON-SITE AND OFF-SITE STREETS CLEAN AT ALL TIMES BY CLEANING WITH A SWEEPING AND/OR VACUUM TRUCK. WASHING OF THESE STREETS WILL NOT BE ALLOWED WITHOUT PRIOR APPROVAL FROM THE CITY INSPECTOR. 9.	DEMOLITION OF EXISTING SURFACE AND BELOW GRADE FEATURES SHALL DEMOLITION OF EXISTING SURFACE AND BELOW GRADE FEATURES SHALL BE DETERMINED BY EXTENT OF PROPOSED IMPROVEMENTS.
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